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Functions
Temperature Range 122 to 662°F (50 to 350°C)
Resolution 0.1°F/°C
Accuracy ±1°F@212°F (±0.5°C@100°C)

±2.4°F@662°F (±1.2°C@350°C)
Stability ±0.2°F@212°F (±0.1°C@100°C)

±0.4°F@662°F (±0.2°C@350°C)
Heating time 30 minutes to max
Cooling time 30 minutes max to 212°F (100°C)
Target size 2.25" (57mm)
Target emissivity 0.95
Power 110VAC/3A
CE/Warranty CE/ 1 year
Dimensions/Weight 7x4.4x9.1" (180x114x233mm)/5.9lb (2682g)S

p
ec

ifi
ca

ti
o

ns

Features:
• Large 2.25" (57mm) blackbody 

target for a wide field of view area

• RTD contact reference well for 
higher precision located behind the
blackbody surface

• Built-in PID temperature controller
for high temperature stability

• Dual display for set temperature 
and blackbody temperature

• Used for IR thermometer and 
Pyrometer calibration or accuracy 
verification

• Small, compact design for use on 
the benchtop or in the field

• Complete with power cord

IRC350 Portable InfraRed Calibrator
Provide a stable blackbody target for calibrating non-contact 
IR Thermometers up to 662°F (350°C)

Ordering
IRC350.....Portable InfraRed Calibrator 662°F (350°C)

Features:
• Dual 4-digit LED displays of process 

and setpoint values

• Tactile keypad for easy programming

• One-touch autotuning; Countdown timer 

• 48VTR- UL recognized, CE approved

• Single stage Ramp Soak and 
Auto/manual control modes

• Includes Limit Alarm relay(s) with 
8 programmable modes and adjustable 
deadband provides for dual control 

Function Ranges
Temperature Inputs Type J: -58 to 1830°F (-50 to 1000°C); Type K: -58 to 2498°F (-50 to 1370°C)
(Also Types B,E,N,R,S) Type T: -454 to 752°F (-270 to 400°C); RTD (Pt-100Ω): -392 to 932°F (-200 to 500°C)
DC Process Inputs 4-20mA or 1-5VDC
Accuracy ±0.2% FS (indicating and setpoint)
Control Action Proportional Band: 0 to 100% (autotuneable)

Integral & Derivative Time: 0 to 3000sec (autotuneable)
Cycle Time: 1 to 100sec ; Anti-Reset: Standard (fixed)

Hysteresis 0.0 to 25.5% (for ON/OFF control)
Ramp Rate 0 to 100°C/min  
Limit Alarm Relays 5A at 110V (48VT: 1 alarm relay;  96VTR 2 alarm relays)
Panel Cutout 1/16DIN: 1.77x1.77" (45x45mm); 1/4DIN: 3.5x3.5" (92x92mm)
Power 85 to 260VAC 50/60Hz
Depth Behind Panel 4" (102mm) including screw terminals

48VTR
96VTR
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Temperature & Process Autotuning PID Controllers
Dual display of process and setpoint value, Control and Limit Alarm 
relays plus Ramp-to-setpoint control 

Ordering
Complete part number below with your desired input and output 
48VTR ....1/16 DIN PID Ramp to Setpoint Controller
96VTR ....1/4 DIN PID Ramp to Setpoint Controller

1 Thermocouple inputs (User selectable J,K,T,B,E,R,S,N)
1......5A at 110VAC Relay control output 
3......4-20mA control output

Accessories
404216 1/16 DIN NEMA-4X Cover

Includes mounting brackets and screw
terminals; 1 year warranty on meters



122 Extech Instruments: The brand of choice…

Humidity/
Thermometer
Stopwatch
Digital UP/DOWN timer displays
Temperature, Humidity, and Heat Index

• User settable Heat Index alarm

• Stopwatch/chronograph mode 
with 1/100 second resolution

• Fastest/Slowest/Average Lap recall

• 99 lap counter with 
30 lap/split memory

• 10 hour countdown timer with audible
beeper warning for the last 5 seconds

• Programmable alarm

• Calendar mode displays day, 
month, and date

• 12 or 24 hour clock operation

• Complete with 39" (1m) lanyard 
and one 3V CR2032 battery

Model HW30
Timing capacity 9hrs, 59mins, and 59secs
Accuracy ±5 seconds/day
Alarm Yes
Countdown Timer Yes
Lap Memory 30 laps
Heat Index 70 to 122°F (22 to 50°C)
Temperature 14 to 122°F (-10 to 50°C)
Humidity 1 to 99%
Dimensions 3.1x2.6x0.8" (79x66x21mm)
Weight 3oz (85g)
CE Yes
Warranty 1 year

Stopwatch/Timer
Multi-function stopwatch includes UP/DOWN timer,
laps, Temperature and Humidity

Temperature & Humidity
Monitor your environment 

30 Lap Memory 
Track the consistency of an activity 

Heat Index
Measures how hot it feels when humidity is
combined with the actual temperature

Stopwatch/Timers
Extech’s stopwatches accurately time single or repetitive events including
sporting periods or laps, industrial processes, and task length.

Featuring Model HW30

HW30

Only Extech offers a
Stopwatch with Humidity,
Temperature and Heat
Index function.

Patent Pending

All Extech meters come factory calibrated.
For an additional charge, Extech will
supply your meter complete with a
Certificate of Calibration Traceable to
N.I.S.T. with Data at multiple points. To
order meter with NIST:
365528-NIST
365510-NIST
365515-NIST

Limited NIST (-NISTL): Product certified to 
Stopwatch functions only.
HW30-NISTL
*Only products listed are available with NIST Certificate.
Meter must be ordered with NIST Certificate at time of
purchase.

Order Meter 
with NIST Certificate*

MEMBER TESTED
and RECOMMENDED

NATIONAL

Health
&Wellness

CLUB™

HW30 HeatWatch is
recommended by the
National Health &
Wellness Club

Stopwatch display

Stopwatch/Timers

Specifications
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Stopwatch/Clock
Digital Stopwatch plus Calendar 
and Alarm

• Stopwatch/Chronograph mode 
with 1/100sec resolution

• 12 or 24 hour clock operation 

• Programmable alarm with an hourly chime

• Split time and two competitor timer

• Calendar displays day, month, and date

• Water resistant housing is complete with
LR44 battery and 39"(1m) neckstrap

Stopwatch/Clock
with Backlit display
Large backlit display feature —perfect
for viewing in dimly 
lit area 

• 1/100th second resolution for 30mins

• 1 second resolution up to 24 hours

• 12 or 24 hour clock format

• Calendar displays day, month and date

• Programmable alarm and 
hourly chime setting

• Backlight turns off after 4 seconds

• Water resistant housing is complete with
LR44 battery and 39"(1m) neckstrap

Stopwatch/Timer
Large Function Keys for Digital Clock
readings plus UP/DOWN timer and Alarm

• Stopwatch/Chronograph mode 
with 1/100sec and resolution

• 12 or 24 hour clock operation  

• Programmable alarm with an hourly chime

• Pace setting mode

• 24 hour countdown timer with audible
beeper warning for the last 5 seconds

• 10 lap/split memory

• Calendar displays day, month, and date

• Water resistant housing is complete with
CR2016 lithium battery and 39" (1m)
neckstrap 

365528 365510 365515
9hrs, 59mins and 59.99secs 23hrs, 59mins and 59.99secs 23hrs, 59mins and 59.99secs

±5 seconds/day ±3 seconds/day ±3 seconds/day
Yes Yes Yes
Yes — —

10 laps — —
— — —
— — —
— — —

2.5x3.2x0.8" (63x81x20mm) 2.3x2.8x0.5" (57x70x15mm) 2.3x2.8x0.5" (57x70x15mm)
2.8oz (79g) 2oz (50g) 2oz (50g)

— Yes Yes
Life Time Warranty 1 year 1 year

365510365528 365515

Stopwatch display Stopwatch display Backlit display

Stopwatch/Timers
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Sucrose & Salinity Brix Refractometers

Ordering
RF40 ..................Battery Coolant/Glycol Refractometer w/ATC

Features:
• Measures the freezing point of automotive 

coolants plus battery charge condition

• Provide accurate and repeatable measurements of
% Ethylene Glycol and Propylene Glycol and °F
on easy to read scale

• Automatic Temperature Compensation 

• Requires only 2 or 3 drops of solution

• Complete with case, calibration screwdriver, and
calibration solution

RF40
Battery Coolant/ Glycol Refractometer
Measure the % of Ethylene Glycol and Propylene Glycol

Function Ranges Resolution Basic Accuracy
Propylene Glycol freeze point -60°F (63%) to 32°F (12%) 2°F (1%) ±5°F (2%)
Ethylene Glycol freeze point -60°F (59%) to 25°F (16%) 2°F (1%) ±5°F (2%)
Specific Gravity of Battery Acid 1.15 to 1.30 0.01
Warranty 1 year
Dimensions 6.5x1.5x1.5" (165x38x38mm)
Weight 7oz (200g)
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Scale view through eyepiece

Model Type Ranges Resolution Accuracy
RF10 Sucrose 0 to 32% Brix 0.2 ±0.2%
RF15 Sucrose (ATC) 0 to 32% Brix (10 to 30°C) 0.2 ±0.2%
RF18 Brix (Lubricants) 0 to 18% Brix 0.1% ±0.2%
RF20 Salt (ATC) 0 to 100ppt (10 to 30°C) 1ppt ±0.1‰

1.000 to 1.070 Specific Gravity 0.001 ±0.001

RF Series
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Portable Brix Refractometers
Measure the concentration of Sugar, Salt or industrial
cutting/cooling lubricants

Sucrose (RF10, RF15, and RF18)
• RF10 Dims/Wt: 6.6x1.3x1.3" (168x32x32mm)/ 3.2oz (91g)

RF15 Dims/Wt: 6.3x1.4x1.4" (159x35x35mm)/ 7oz (200g)

• Sucrose brix refractometers measure the concentration 
of sugar in fruit juice and industrial fluids

Brix (RF18)
• RF18 Dims/Wt: 6.7x1.6x1.2" (170x41x31mm)/ 3.2oz (91g)

• Maintain proper lubricant cooling concentration to 
extend equipment life and prevent corrosion

Salinity (RF20)
• Salinity refractometer measures the 

concentration of dissolved salt in water

• Dims/Wt: 7.6x1.5x1.5" (194x38x38mm)/ 8oz (227g) 

Scale view through eyepiece

Features:
• Easy to operate refractometers provide accurate and

repeatable measurements on easy to read scales

• Automatic Temperature Compensation 
(RF15 and RF20 models)

• Requires only 2 or 3 drops of solution

• The prism and lens with a simple focus adjustment
provides repeatable results

• One year warranty

• Complete with case, calibration screwdriver, 
and calibration solution

Ordering
RF10 ..................0 to 32% Brix Refractometer
RF15 ..................0 to 32% Brix Refractometer with ATC
RF18 ..................0 to 18% Brix Refractometer
RF20 ..................Salinity Refractometer with ATC
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Borescope, Distance Meter, and pH Pens

Features:
• Waterproof housing  

• Easy to calibrate single CAL key with 
automatic pH buffer recognition 
(4, 7, and 10pH calibration buffers 
sold separately)

• Data hold with Low battery indicator 

• Auto power off with disable feature

• Complete with built in electrode, sensor 
cap, inner pH electrode protection cap, 
and four LR44 button batteries

Model PH50

• Measures pH only

Model PH60

• Measures pH 
and Temperature 

• Automatic 
Temperature 
Compensation

Ordering:
PH50..................Waterproof pH Pen
PH60..................Waterproof pH Meter with Temperature
PH103................Tripak buffers (6ea - 4,7,10pH+2 Rinse solutions)

pH Pens
Easy-to-use, low cost waterproof pH pens

Function Model PH50 Model PH60
pH 2.0 to 12.0pH 0.0 to 14.0pH
Temperature — 32 to 122°F (0 to 50°C)
Resolution 0.1pH, 0.1° 0.1pH, 0.1°
Accuracy ±0.3pH ±0.2pH; ±1°F/±0.5°C
CE/Warranty CE approved / 1 year
Dimensions 6x1.5x0.9" (152x37x24mm)
Weight 2.3oz (65g)S
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Function
Viewing direction 0°; Viewing Angle 45°
Depth of observation 1 to 6"   (30 to 150mm)
Side view adaptor 90°, Viewing Angle 45°
Shaft diameter 0.35" (9mm)
Working length 36" (914mm)
Weight 13oz (370g)
Case dimensions 12.6x9.84x2.75" (320x250x70mm)S
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Function
Measurement Range 1'8" to 50' (0.5 to 15m)
Accuracy ±(0.3% reading + 3 digits)
Resolution 0.1" (0.01m)
Length Add calculation 99'11" (99.99m)
Area calculation 999.99 sq. ft. (999.99m2)
Volume calculation 999.99 cu. ft. (999.99m3)
Dims/Wt 5.4x2.4x1.7" (136x61.5x44mm)
Weight 4.1oz (117g)S
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PH50
PH60

Ordering
DT100 ...............Ultrasonic Distance Meter

Features:
• Measures from 1'8" to 50' (0.5 to 15m)

• Takes the sum of consecutive 
length measurements

• Automatically calculates Area and Volume 

• Store/Recall up to 3 readings

• Built-in white LED flashlight

• Visual and audible error alarms

• Low battery indicator; Auto power off

• Complete with 9V battery 

DT100 Ultrasonic Distance Meter
Laser pointer identifies target area and improves aim

Ordering
BR136................Flexible Borescope

Features:
• High resolution image bundle 

and optical system

• Easy to use eyepiece and handle 

• Focus adjustment

• Bright light to illuminate viewed object

• Flexible gooseneck retains configured shape

• Removable 90 degree side viewing 
adaptor rotates 360 degrees

• Can be exposed to water, diesel, gasoline, 
brake fluid, antifreeze, oil and other liquids

• Complete with 3 AA batteries and storage case

BR136 Flexible Borescope 
Fiberscope Inspection tool with built-in light source

Flashlight

Laser Pointer
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ExStik® Waterproof pH, Chlorine, and ORP Meters

Model PH100 PH110
Chlorine (ppm) — —
pH 0.00 to 14.00pH 0.00 to 14.00pH
ORP (mV) — —
Temperature 23° to 194°F (-5 to 90°C) 23° to 194°F (-5 to 90°C)
Max. Resolution 0.01pH, 0.1° 0.01pH, 0.1°
Basic Accuracy ±0.01pH, ±1.8°F/1°C ±0.01pH, ±1.8°F/1°C

Dimensions 1.4x6.8x1.6" (35.6x172.7x40.6mm) 1.4x6.8x1.6" (35.6x172.7x40.6mm)
Weight 3.8oz (110g) 3.8oz (110g)
CE Yes Yes
Warranty 1yr (meter)/6mo conditional warranty (electrode) 1yr (meter)/6mo conditional warranty (electrode)

PH100

ExStik® pH Meter
Flat Surface technology
provides fast and easy 
on-the-spot pH measurements 

• RENEW feature tells you when
it’s time to replace your pH
electrode 

• CAL feature tells you when it’s
time to recalibrate your meter

• Waterproof to IP57 protects
meter from wet environment

• Flat Surface pH electrode
rugged design to withstand
harsh environments and to also
measure pH on solid and semi-
solid surfaces

• Analog bargraph originates at 
neutral point (pH 7.00) to 
conveniently view trends in 
acidity or alkalinity

• ATC plus measures Temperature

• 1, 2 or 3 point calibration 
(order PH103 pH buffers
separately)

• Complete with gel-filled flat 
surface pH electrode, sensor 
cap, sample cup with cap, four 
3V CR2032 button batteries 
and 48" (1.2m) neckstrap

ExStik® Refillable
pH Meter
Rugged refillable flat surface
pH electrode  

• Same features as PH100

• Refillable flat surface pH 
electrode that can be reused by 
refilling the reference solution 
once it depletes

• Obtains continuous high 
accuracy using fresh 
reference solution

• Fast and easy to refill electrode

• Maximizes electrode shelf life 

• Waterproof to IP57 protects
meter from wet environment

• 1, 2 or 3 point calibration 
(order PH103 pH buffers
separately)

• Complete with refillable flat
surface pH electrode, 15mL of
refill solution, reference junction
removal tool, protective sensor
cap, sample cup with cap, four
3V CR2032 button batteries
and 48" (1.2m) neckstrap.
Order PH113 KCl Reference 
Kit separately.

Accessories
Electrode Modules
CL205 ..Spare Chlorine ExStik® Electrode Module
PH105 ..Spare pH ExStik® Electrode Module
PH115 ..Spare Refillable pH ExStik® Electrode Module
PH113 ..Reference Refill Solution Kit for PH110, PH115
RE305 ..Spare ORP ExStik® Electrode Module
pH Buffers
PH4-P ..pH 4 Buffer Solution (2 bottles - 1 pint each)
PH7-P ..pH 7 Buffer Solution (2 bottles - 1 pint each)
PH10-P pH 10 Buffer Solution (2 bottles - 1 pint each)
PH103 ..Tripak Buffer pouches 

(6ea. 4, 7, 10pH and 2 Rinse solutions)
EX006 Weighted base with 5 solution cups
ExTab™ Reagents
CL203 ..ExTab™ Reagent tablets (10pk - 100 tests)

PH110

Featuring Model PH110

Flat Surface Electrode
For any application that requires direct contact 
such as food, paper, cement and wet surfaces 

Refillable pH Electrode
Refill with reference solution when depleted

Built-in Memory
Record/Recall up to 15 labeled readings

Built-in Smart Chip
Tells you when to replace your electrode or 
when to recalibrate your meter

ExStik® Series (Patent Pending)
Provide great versatility in measuring pH,
Chlorine, ORP and Temperature with
interchangeable rugged flat surface electrode
modules to meet your application needs.

Flat Surface 
pH Electrode 

Refillable 
pH Electrode

Specifications

Only Extech offers choice of
flat surface gel filled or
refillable pH Electrodes.

Did You Know?
pH Meters require pH buffers
for calibration before taking
accurate pH measurements.
For low pH range, calibrate with
4 and 7pH buffers. For high pH
range, calibrate with 7 and 10
pH buffers. Order pH Buffers
listed above under Accessories
to work with your new ExStik
pH meter.
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CL200

CL200 RE300 EX800 EX900 Model
0.01 to 10.00ppm — 0.01 to 10.00ppm Chlorine (ppm)

— — 0.00 to 14.00pH pH
— -999 to 999mV — -999 to 999mV ORP (mV)

23° to 194°F (-5 to 90°C) — 23° to 194°F (-5 to 90°C) Temperature
0.01ppm, 0.1° 1mV 0.01pH, 0.01ppm,1mV, 0.1° Max. Resolution

±10% rdg ±0.01ppm, ±1.8°F/1°C ±4mV ±0.01pH, ±10% rdg ±0.01ppm, Basic Accuracy
±4mV, ±1.8°F/1°C

1.4x6.8x1.6" (35.6x172.7x40.6mm) 1.4x6.8x1.6" (35.6x172.7x40.6mm) 9.5x6.8x2.8" (241x173x71mm) Dimensions
3.8oz (110g) 3.8oz (110g) 1.68lbs (0.76g) Weight

Yes Yes Yes CE
1yr (meter)/6mo conditional warranty (electrode) 1yr (meter)/6mo conditional warranty (electrode) 1yr (meter)/6mo conditional warranty (electrode) Warranty

ExStik® Kits
Complete kit includes
interchangeable electrodes to
measure Chlorine, pH, ORP, and
Temperature 

• Expand the capabilities of your
Chlorine meter by purchasing
Model EX900 4-in-1 Kit which
includes a Chlorine meter with
interchangeable modules for pH
and for ORP to give you a complete
water testing kit.
Model EX800 3-in-1 Kit is without
ORP electrode. 

• Kits include:
- CL200 Chlorine ExStik®

- Flat surface pH electrode with cap 
- Flat surface ORP electrode with 

cap (EX900 kit only)
- ExTab™ reagent tablets (50 tests)
- pH 4, 7 & 10 buffer solutions 

(20mL) and rinse solution
- Weighted base with 56 sample 

plastic cups and caps
- Four 3V CR2032 button batteries
- 48" (1.2m) neckstrap 
- Carrying case with individual 

compartments and elastic strap 
to secure your meter(s), 
accessories, and manual in place

ExStik®

ORP Meter
High resolution of 1mV

• Measures ORP/Redox 
from -999 to 999mV 

• Automatic electronic 
self calibration

• Simulated analog bargraph 
displays change in ORP reading

• Waterproof to IP57 protects
meter from wet environment

• Complete with flat surface ORP
electrode, protective sensor cap,
sample cup with cap, four 3V
CR2032 button batteries and
48" (1.2m) neckstrap

RE300 EX900
EX800

ExStik®

Chlorine Meter
Revolutionary technique
measures Direct Total 
Residual Chlorine 

• Obtain readings from 
0.01ppm to 10ppm with 
fast and easy steps  

• Makes non-subjective 
measurements — Unaffected 
by interferences associated 
with traditional colorimeters
and spectrophotometers

• Uses patented ExTab™ reagent
tablets for consistent results

• Automatic electronic self 
calibration

• EPA approved methodology

• Waterproof to IP57 protects 
meter from wet environment

• Complete with flat surface
Chlorine electrode, 5pks of 
10 reagent tablets (50 tests),
sensor cap, sample cup with cap,
four 3V CR2032 button
batteries and 48" (1.2m)
neckstrap

Flat Surface ORP
Electrode

Includes ExTab™

reagent tablets

127

ExStik® Waterproof pH, Chlorine, and ORP Meters
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Conductivity, TDS, pH, DO, & Fluoride Meters

Waterproof
Conductivity/TDS/
Salinity/Temp Meter
High accuracy multi-range sensor
measures four parameters including
Conductivity, TDS, Salinity, and
Temperature

• Autoranging with 8 selectable units: µS,
mS, ppm, ppt, mg/L, g/L, °C, and °F 

• Analog bargraph indicates trends

• Data Hold, Auto power off, 
Low battery indicator

• Simultaneous display of Conductivity 
or TDS plus Temperature

• Internal memory stores up to 
25 labeled readings for easy recall

• Adjustable Conductivity to TDS 
ratio factor from 0.4 to 1.0

• Self calibration on power up

• Waterproof to IP57 

• Complete with Conductivity cell*,
sensor cap, sample cup with cap, four
3V CR2032 button batteries, and 48"
(1.2m) neckstrap. Order Conductivity
standards separately.

Model EC400
Conductivity 0 to 199.9µS, 200 to 1999µS, 2.00 to 19.99mS
TDS/Salinity 0 to 99.9ppm (mg/L), 100 to 999ppm (mg/L),

1.00 to 9.99ppt (g/L)
pH —
DO (saturation)/(concentration) —
Temperature 32° to 149°F (0 to 65°C)
Automatic Temp Compensation Yes
Max. Resolution 0.1µS, 0.1ppm (mg/L), 0.1°F/°C
Basic Accuracy ±2%FS, ±1.8°F/1°C
CE Yes
Warranty 1yr (meter)/6mo conditional warranty (electrode)
Dimensions/Weight 1.4x6.8x1.6" (36x173x41mm)/ 3.8oz (110g)

Accessories

Conductivity Standards (Pint size)
EC-84-P ......84µS Conductivity Standard (2 bottles - 1 pint each)
EC-1413-P ..1413µS Conductivity Standard (2 bottles - 1 pint each)
EC-12880-P 12880µS Conductivity Standard (2 bottles - 1 pint each)
Replacement Electrodes
EC405* ........Spare ExStik® II Conductivity Cell Module for EC400
EC505* ........Spare ExStik® II pH/Conductivity Cell Module for EC500
DO605* ......Spare ExStik® II Dissolved Oxygen Module for DO600 ..
DO603 ........Membrane Kit for DO600/DO605
FL705* ........Spare ExStik® II Fluoride Module for FL700
FL704 ..........TISAB reagent tablets for FL700 (100 tablets)
Extension Cables for DO600 (see p.137 photo)
EX010 ..........3ft (1m) Extension Cable with Probe Guard/Weight
EX050 ..........16ft (5m) Extension Cable with Probe Guard/Weight
Carrying Case 
CA895..........Small vinyl carrying case with belt loop (See above photo) 
CA904..........Large hard case for meter and accessories 
*ExStik® II electrode modules are not interchangeable with ExStik® pH, ORP, and Chlorine meters

Specifications

Flat Surface ISE Fluoride Electrode
Rugged design perfect for field or lab use

Automatic Temperature Compensation (ATC)
For precise Fluoride concentration measurements

Fast Response
Reading stabilizes within less than 1 minute 

EPA Compliant Method
In compliance with EPA Method 340.2.
(Potentiometric Ion Selective Electrode)

Introducing ExStik® II Meters
The ExStik® II Series offers meters with dedicated multi-parameter modules for
Conductivity/ TDS/Salinity, pH/Conductivity/TDS/Salinity, Dissolved Oxygen,
Fluoride. This new series is an expansion of our popular ExStik® Series which
features interchangeable modules for pH, ORP or Chlorine.  

Featuring Model FL700

ExStik® II Series meters are CE Certified and include a one year warranty (meter only). Electrode
comes with a six month conditional warranty.
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FL704 TISAB reagent
tablets for FL700 Fluoride
Meter (100 tablets)

CA895 Small case
with belt loop for
your ExStik Meter

EC400

Worlds 1st Waterproof
Fluoride Stick Meter with
built-in ATC …offered only
by Extech!

Did You Know?
Conductivity Meters require calibration
before taking accurate measurements.
Extech offers three types of standards
for calibration: 84µS for Low range,
1413µS for mid-range, and 12880µS
for high range. Order these calibration
standards listed below with your meter.
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Conductivity, pH, DO, & Fluoride Meters

Waterproof 
Dissolved Oxygen
Meter
Easy to replace screw on membrane cap
with optional extension cables 

• Oxygen level displayed as % Saturation 
or Concentration (mg/L [ppm]) 

• Adjustable Altitude Compensation 
(0 to 20,000ft in 1,000ft increments)

• Adjustable Salinity Compensation
from 0 to 50ppt

• Analog bargraph indicates trends

• Memory stores up to 25 data sets with
DO and Temperature reading

• Self calibration on power up

• Waterproof to IP57  

• DO600 meter includes DO electrode, 
protective sensor cap, spare membrane
cap, electrolyte, four 3V CR2032 batteries,
and 48" (1.2m) neckstrap

• DO600-K Kit includes DO600 meter, 
DO603 membrane kit, 16ft (5m) 
extension cable, weighted probe guard,
and hard carrying case 

Waterproof 
Fluoride Meter 
Direct reading of Fluoride down to
0.1ppm with ATC

• First Fluoride meter with built-in
Automatic Temperature Compensation

• Fastest response Fluoride meter (<1min)

• Easy use for Field or Lab fluoride testing

• Small sample/TISAB volume required
for testing (10mL)

• In compliance with EPA Method 340.2.
(Potentiometric Ion Selective Electrode)

• Automatic electronic 1 or 2 point
calibration with offset adjustment

• Memory stores 25 labeled readings

• Waterproof to IP57

• Large LCD simultaneously displays ppm
of Fluoride, Temperature, and analog
bargraph indicator

• Complete with electrode, TISAB reagent
tablets, sensor cap, four 3V button
batteries, and 48" (1.2m) neckstrap

Contact Extech or your local lab supply 
for Fluoride calibration standards

Waterproof 
pH/Conductivity Meter
Combination rugged flat surface pH
electrode with autoranging high accuracy
Conductivity cell measures Conductivity,
TDS, Salinity, pH, and Temperature

• 9 units of measure: pH, µS, mS, ppm, 
ppt, mg/L, g/L, °C, and °F

• Analog bargraph indicates trends

• Internal memory stores up to 
25 labeled readings for easy recall

• Adjustable Conductivity to 
TDS ratio from 0.4 to 1.0

• 0.5 fixed Salinity ratio

• RENEW feature warns to check 
calibration, but allows continued use

• Data Hold, Auto power off, 
Low battery indicator

• Waterproof to IP57  

• Complete with electrode, protective sensor
cap, sample cup with cap, four 3V 
CR2032 batteries, and 48" (1.2m) 
neckstrap. Order Conductivity standards 
separately.

EC500 DO600 DO600-K FL700
0 to 199.9µS, 200 to 1999µS, 2.00 to 19.99mS — —
0 to 99.9ppm (mg/L), 100 to 999ppm (mg/L), — 0.1 to 10ppm

1.00 to 9.99ppt (g/L) 
0.00 to 14.00pH — —

— 0 to 200.0% / 0 to 20.00ppm (mg/L) —
23° to 194°F (-5 to 90°C) 32° to 122°F (0 to 50°C) 32° to 140°F (0 to 60°C)

Yes Yes Yes
0.1µS, 0.1ppm (mg/L), 0.01pH, 0.1°F/°C 0.1%, 0.01ppm (mg/L), 0.1°F/°C 0.1ppm, 0.1°

±2%FS, ±0.01pH, ±1.8°F/1°C ±2.0% FS, 0.4ppm (mg/L), ±1.8°F/1°C ±3.0% of reading
Yes Yes Yes

1yr (meter)/6mo conditional warranty (electrode) 1yr (meter)/6mo conditional warranty (electrode) 1yr (meter)/6mo conditional warranty (electrode)
1.4x7.3x1.6" (36x186x41mm)/ 3.8oz (110g) 1.4x6.9x1.6" (36x176x41mm)/ 3.8oz (110g) 1.4x6.8x1.6" (36x173x41mm)/ 3.8oz (110g)

Combination flat surface pH
electrode with Conductivity cell

DO sensor with easy screw
on membrane cap assembly

DO600-K Special
Value Kit!
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Flat Surface Fluoride
electrode with built-in ATC

DO600
DO600-KEC500 FL700
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Includes Dry
TISAB tablets



Extech Instruments: The brand of choice…130

ExStik® Chlorine Meter & Accessories

CL205EX006 Replacement Flat
Surface Chlorine
Electrode Module

Features:
• 1 tablet per test

• Foil packaging
provides very stable 
environment with 
long shelf life

• No dosing 
equipment required

• No messy powder reagents

• Available in 10pk (100 tests) or 
Value pack 100pk (1000 tests) 

CL203
CL204 ExTab™ Chlorine

Reagent tablets

Ordering
EX006........Weighted base with 5 solution cups
EX007........Spare sample solution cups (24pk)
CL203 .......ExTab™ Reagent tablets (10pk - 100 tests)
CL204 .......ExTab™ Reagent tablets (100pk - 1000 tests)
CL205 .......Spare Chlorine electrode
CL207 ......Chlorine Standard (1ppm) - 3 ampules (20mL ea.)

Features:
• Easy to clean flat

surface electrode

• Measures Chlorine 
and Temperature

• Interchangeable with 
ExStik® pH or ORP Meter

• Complete with protective
connector cap. Six month
conditional warranty

Weighted Base &
Solution Cups

Features:
• Complete with 

weighted base and 
5 solution cups 
with caps to hold 
meter and solution 
when taking a 
measurement to 
obtain a stable reading

CL207 Chlorine 
Standard

Features:
• 1ppm standard for 

chlorine meter calibration

• Complete with 3 ampules 
(20mL each) 1ppm calibration standards 

CL200

Ordering
CL200 ........ExStik® Chlorine Meter
CA895 .......Small vinyl carrying case with belt loop
CL207 ........Chlorine Standard (1ppm) - 3 ampules (20mL ea.)

(See accessories below or Special Value Kits on p. 131)

ExStik® Waterproof Chlorine Meter
Direct reading of Total chlorine down to 0.01ppm and is
unaffected by color or Turbidity of the sample

Features:
• Direct reading of Total Chlorine

provides fast and easy measurements

• Low detection limit down to 0.01ppm

• Wide dynamic range to 10ppm

• Unaffected by sample color or turbidity

• Automatic electronic calibration

• Memory stores 15 labeled readings

• Unique flat surface chlorine electrode
eliminates any concerns for clogged
junctions or glass breakage

• Waterproof to IP57

• Large LCD simultaneously displays
ppm of Total Chlorine, Temperature
and analog bargraph indicator

• Optional Special Value Kits for
complete water quality analysis
including pH/ORP. (See page 131)

• Complete with meter and flat surface
Chlorine electrode, ExTab™ reagent
tablets (50 tests), protective sensor cap,
sample cup with cap, four 3V button
batteries, and 48" (1.2m) neckstrap

Function
ppm 0.01 to 10.00ppm
Temperature 23° to 194°F (-5 to 90°C)
Resolution 0.01ppm; 0.1°F/°C;
Basic accuracy ±10% of reading ±0.01ppm; ±1.8°F/±1°C
Power Four 3V CR2032 button batteries
Dimensions 1.4x6.8x1.6" (35.6x172.7x40.6mm)
Weight 3.85oz (110g)S
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EPA Approved
Methodology

• Designed as a simple method
to test for Total Chlorine
following "Standard 
Methods for Examination of
Water and Waste Water"
(4500-Cl I)

• Approved by the U.S. EPA as
an acceptable alternative
method for 40 CFR Part 136
wastewater compliance
monitoring

RECOMMENDED FOR
EXSTIK® CHLORINE

Patent
Pending

CL207 Chlorine standards (1ppm)

Patent Pending

Only Extech offers a stick meter
that measures Chlorine and is
EPA approved!
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ExStik® Test Kits

Kit Includes:
• CL200 Chlorine ExStik®

meter, flat surface pH electrode, flat 
surface ORP electrode, ExTab™

reagent tablets (50 tests), pH 4, 7 
& 10 buffer solutions (20mL) and 
rinse solution, weighted base with 
6 sample plastic cups with caps, 
four 3V CR2032 button batteries, 
48" (1.2m) neckstrap, and case 

• Also available EX800 Kit includes 
all of the above except for ORP electrode. 
EX800-R includes refillable pH electrode.

EX900

Ordering
EX900 .....ExStik® 4-in-1 Kit Chlorine, pH, ORP, Temp
EX800 .....ExStik® 3-in-1 Kit Chlorine, pH, Temp
EX800-R .ExStik® 3-in-1 Kit Chlorine, Ref. pH, Temp

Ordering
EC410 ...........ExStik® Conductivity Kit

ExStik® 4-in-1 Kit
Complete kit allows you to measure Chlorine, pH, ORP,
and Temperature with all the necessary accessories

Function
ppm 0.01 to 10.00ppm (10 to 50ppm using dilution method)
pH 0.00 to 14.00pH
ORP -999 to 999mV
Temperature 23° to 194°F (-5 to 90°C) 
Resolution 0.01ppm; 0.01pH; 0.1mV; 0.1°
Accuracy ±10% of reading ±0.01ppm; 0.01pH; ±4mV; ±1.8°F/±1°C
Power Four 3V CR2032 button batteries
Dims/Wt 9.5x6.8x2.8" (241x173x71mm)/1.68lbs (0.76kg) S
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Function Range Max. Resolution Basic Accuracy
Conductivity 0 to 199.9µS 0.1µS ±2% FS

200 to 1999µS 1µS
2.00 to 19.99mS 0.01mS

TDS/Salinity 0 to 99.9ppm (mg/L) 0.1ppm (mg/L) ±2% FS
100 to 999ppm (mg/L) 1ppm (mg/L)
1.00 to 9.99ppt (g/L) 0.01ppt (g/L)

Temperature 32° to 149°F (0 to 65°C) 0.1° ±1.8°F/1°C
Power Four 3V CR2032 button batteries
Dims/ Wt 9.5x6.8x2.8" (241x173x71mm)/1.56lbs (0.71kg)S
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Kit Includes:
• EC400 ExStik® II

Conductivity/TDS/Salinity/
Temperature meter with sensor,
protective cap, 84µS, 1413µS 
and 12880µS standards 
(30mL bottle each), weighted 
base, 3 sample plastic cups 
with caps, four 3V CR2032 
button batteries, 48" (1.2m)
neckstrap, and carrying case

EC410 ExStik® II* Conductivity Kit
Highly accurate multi-ranging sensor that measures
Conductivity, TDS, Salinity, and Temperature

*ExStik® II Series electrodes are not interchangeable with ExStik® pH/Chlorine/ORP meters

See p. 128 for more details on the EC400 meter
See p. 126-127 for more details on the ExStik Meters

Kit Includes:
• EC500, 84µS, 1413µS, 

12880µS calibration standards, 
pH buffer pouches (1 each of 4, 
7, 10pH plus rinse solution), 
weighted base, 3 sample cups 
with caps, four 3V CR2032
batteries, neckstrap, and case 

EC510

Ordering
DO610..........ExStik® II DO/pH/Conductivity Kit

ExStik® II pH/Conductivity Kit
Measures pH, Conductivity, TDS, Salinity, and
Temperature using a combination electrode

Kit Includes:
• EC500 pH/Conductivity ExStik® II 

meter with combination high
accuracy multi-ranging
Conductivity sensor for
Conductivity, TDS, Salinity, pH
and Temperature measurements

• DO600 Dissolved Oxygen
ExStik® II meter with electrode,
replacement membrane cap, 
electrolyte, and polishing paper

Accessories included:

• Sample pH Buffers — Single use pouches 
for pH4, pH7, pH10, and rinse solution

• Weighted base with 2 cups and caps, four 
3V CR2032 batteries and neckstrap with 
each meter, and case

DO610 ExStik® II* DO/pH/EC Kit
Measures Dissolved Oxygen, pH, Conductivity,
TDS, Salinity, and Temperature 

See p. 129 for more details on the EC500 and DO600 meters

Ordering
EC510................ExStik® pH/Conductivity Kit

Function Range Max. Resolution Basic Accuracy
pH 0.00 to 14.00pH 0.01pH ±0.01pH
Conductivity 0 to 199.9µS 0.1µS ±2% FS

200 to 1999µS 1µS
2.00 to 19.99mS 0.01mS

TDS/Salinity 0 to 99.9ppm (mg/L) 0.1ppm (mg/L) ±2% FS
100 to 999ppm (mg/L) 1ppm (mg/L)
1.00 to 9.99ppt (g/L) 0.01ppt (g/L)

Temperature 32° to 149°F (0 to 65°C) 0.1° ±1.8°F/1°C
Power Four 3V CR2032 button batteries
Dims/ Wt 9.5x6.8x2.8" (241x173x71mm)/1.56lbs (0.71kg)S
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See p. 129 for more details on the EC500 meter
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Model PH100 PH110
Type Gel Filled Refillable

pH Electrode pH Electrode
Waterproof Yes
pH 0.00 to 14.00pH
mV —
Temperature 23° to 194°F (-5 to 90°C)
Max Resolution 0.01pH, 0.1°
Basic Accuracy ±0.01pH, ±1.8°F/1°C
PC interface —
Memory 15 readings
Dimensions/ Weight 1.4x6.8x1.6" (35.6x172.7x40.6mm)/ 3.8oz (110g)
CE Yes
Warranty 1 year (meter)/6 months conditional warranty (electrode)

Waterproof ExStik®

pH Meters
Choice of rugged gel filled or refillable
Flat surface pH electrode 

• "RENEW" feature alerts user when
electrode needs replacement

• "CAL" indicator alerts user to recalibrate 

• Analog bargraph originates at neutral 
point (pH 7.00) to conveniently view
trends in acidity or alkalinity

• 1, 2 or 3 point buffer calibration; ATC

• Stores/recalls up to 15 labeled readings

• Waterproof to IP57

• Complete with protective sensor cap,
sample cup with cap, four 3V button
batteries, 48" (1.2m) neckstrap

• Select PH100 for meter with 
gel filled pH flat surface electrode

• Select PH110 for meter with refillable flat
surface pH electrode, reference junction
removal tool; Order PH113 KCl reference
kit separately (see p.126 for more details)

Note: Requires pH buffers to calibrate 
the meter before taking measurements.
pH buffers sold separately.

Accessories
pH Electrodes
PH105 ........Spare pH ExStik® Electrode Module
PH115 ........Spare Refillable pH ExStik® Electrode Module
PH113 ........Reference Refill Solution Kit for PH110
6015WC......Waterproof pH Electrode with cable for Palm pH
6012WS ......Waterproof Stick Type pH Electrode for Palm pH
6750WC......Waterproof ORP Electrode with cable for Palm pH
6750WS ......Waterproof Stick Type ORP Electrode for Palm pH
pH Buffers
PH4-P ........pH 4 Buffer Solution (2 bottles - 1 pint each)
PH7-P ........pH 7 Buffer Solution (2 bottles - 1 pint each)
PH10-P ......pH 10 Buffer Solution (2 bottles - 1 pint each)
PH103 ........Tripak Buffer pouches (see photo above)
Temperature Probes
850185 ........RTD Stainless Steel Temp. Probe for the Oyster™

850188 ........Temperature probe, stainless steel for 407228

AC Adaptors and cases
151117-UL 117V AC Adaptor for the Oyster pH Meter
152320 ........220V AC Adaptor for the Oyster pH Meter
156119 ......117V AC Adaptor for 407228
156221 ........220V AC Adaptor for 407228
CA895 ........Vinyl Pouch Carrying Case for PH100

PH100
PH110

Unique gel filled or refillable
(pictured) flat surface

electrode design

Specifications

Choice of Electrodes
Available with stick or cabled electrode

Durable Waterproof Housing
Protects against splashes and accidental drops

Large LCD Display
Simultaneously displays pH (or mV) and Temperature

Push Button Calibration
Automatic calibration buffer recognition

pH/mV/Temperature Meters
Extech’s pH meters perform with laboratory accuracy and withstand the
rigors of field testing. ATC and automatic buffer recognition provide
simplicity and repeatable measurements.

Featuring Model PH220

Pint size pH buffers for pH 4, 7,
and 10 available (Models PH4-P,
PH7-P, and PH10-P).

PH103 includes 6 each of pH 4,
pH 7, & pH 10 Buffers plus 2 Rinse
solutions.

See pages 136 for replacement electrodes and other pH accessories

pH Calibration Buffers
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pH/mV/Temperature Meters

Patent Pending
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Waterproof 
Palm pH/ORP Meter
Big Digit LCD display in rugged 
housing with choice of stick or 
cabled pH Electrode  

• Large LCD displays pH or mV and
Temperature simultaneously

• Automatic Buffer recognition

• Automatic Temperature Compensation 
via Pt-100 sensor built into electrode   

• Low Battery indicator and 
Auto Power off 

• Rugged design for handheld or 
wall mount (magnetic back)

• Complete with waterproof meter, pH
electrode, protective holster, pH 4 & 7
buffers (1 pouch ea.), and 9V battery

• Select PH220-C Kit to include ATC pH
polycarbonate electrode (12mm diameter)
with 39" (1m) cable 

• Select PH220-S Kit to include ATC pH
stick type polycarbonate electrode (12mm
diameter) for direct connection to meter

Oyster™ Series 
pH/ORP/Temp Kits
Exclusive Oyster™ Design can be 
used in the lab or in the field

• Large LCD built into adjustable 
“flip-up” cover displays pH or mV 
and Temperature simultaneously   

• Neckstrap for “hands-free” operation 

• Stores/recalls 25 labeled readings

• Min/Max mode; Auto or Manual
Temperature compensation (ATC/MTC) 

• Self diagnostics display codes 

• Low Battery indicator & Auto Power off 

• 5 point buffer recognition 
(1.68, 4.00, 7.00, 10.00, 12.45) 
with adjustable buffer values

• Oyster-15 Kit includes Oyster-10 meter,
neckstrap, 9V battery, 60120B mini pH
electrode, sample buffers (4 and 7pH), and
carrying case 

• Oyster-16 Kit is same as Oyster-15
plus RTD Temperature probe. 

Optional AC Adaptor (see p. 132)

PH220-C PH220-S Oyster-15 Oyster-16 407228 (Kit)
Cabled Stick Meter+pH electrode Meter+pH electrode+ Meter+pH electrode+case+

pH Electrode pH Electrode +case case+Temp probe Temperature probe
Yes — —

0.00 to 14.00pH 0.00 to 14.00pH 0.00 to 14.00pH
-999 to 999mV -999 to 999mV 0 to 1999mV

32° to 212°F (0 to 99.9°C) 32° to 212°F (0 to 99.9°C) 32° to 149°F (0 to 65°C)
0.01pH, 1mV, 0.1° 0.01pH, 1mV, 0.1° 0.01pH, 1mV, 0.1°

±0.01pH, ±2mV, ±0.8°F/0.5°C ±0.02pH, ±2mV, ±0.8°F/0.5°C ±0.03pH, ±0.5%mV, ±1.8°F/1°C
— — Optional 407001 software  p. 95
— 25 readings Optional 380340 datalogger p. 95

4.4x3.1x1.5" (111x79x39mm)/ 9.2 oz (260g) 3.7x4.2x2" (94x107x51mm)/ 12oz (340g) 7x2.9x1.3" (178x74x33mm)/ 13oz (388g)
Yes Yes Yes

1 year (meter)/6 months conditional warranty (electrode) 1 year (meter)/6 months conditional warranty (electrode) ✓3 yrs (meter)/6 months conditional warranty (electrode)

PH220-C
PH220-S

PH220-C includes pH electrode
with 39" (1m) cable.

Oyster-10
Series 407228

Heavy Duty 
pH/ORP/Temp Kit
Rugged pH meter plus RS-232 
PC interface for Datalogging 

• Dual display for pH or mV 
and Temperature (°C/°F)

• Large 1.4" (36mm) LCD display

• Easy 2 point Cal (pH 7) and 
Slope (pH 4 or pH 10) adjustments 

• Manual and Auto Temperature 
Compensation using temperature probe

• Low Battery Indicator

• Min/Max/Avg, Auto off and Data Hold

• Built-in RS-232 PC interface with
optional 407001 Data Acquisition
Software and 380340 Datalogger 
(see full details on p. 95)

• Includes meter, mini pH electrode 
(60120B) with 39" (1m) cable,  
temperature probe (850188), protective 
holster with stand, and case. 

Optional AC adaptor

Note: Requires pH buffers to calibrate 
the meter before taking measurements. 
pH buffers sold separately.

Kit includes pH electrode,
Temperature probe, and

carrying case
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Conductivity/TDS/pH Meters

ExStik® II
Conductivity/TDS/
Salinity/Temp Meter
High accuracy multi-range sensor
measures all four parameters 

• Autoranging meter offers 
3 ranges of measurements

• 8 units of measure include: µS, mS,
ppm, ppt, mg/L, g/L, °C, °F

• Simultaneous display of Conductivity 
or TDS plus Temperature and bargraph

• Memory stores up to 15 labeled readings 

• Adjustable Conductivity to TDS 
ratio factor from 0.4 to 1.0

• Self calibration on power up

• Waterproof to IP57

• EC400 meter includes Conductivity 
cell*, protective sensor cap, sample cup 
with cap, four 3V CR2032 button
batteries, and 48" (1.2m) neckstrap;
Calibration standards sold separately

• EC410 kit (p.131) includes EC400,
84µS, 1413µS, 12880µS calibration
standards, weighted base, 3 sample 
cups with caps, and case 

Accessories

Conductivity Standards
EC-84-P .......84µS Conductivity Standard (2 bottles - 1 pint each)
EC-1413-P...1413µS Conductivity Standard (2 bottles - 1 pint each)
EC-12880-P.12880µS Conductivity Standard (2 bottles - 1 pint each)
Replacement Conductivity Cells
EC405* ........Spare ExStik® II Conductivity Cell Module for EC400
EC505* ........Spare ExStik® II pH/Conductivity Cell Module for EC500
804407.........Replacement Conductivity Cell, 1K Carbon for 407303
800410.........Glass Conductivity Cell for 341350 and 341450
804010.........Polymer Conductivity Cell for 341350 and 341450
AC Adaptors
156119 ........117VAC Adaptor for 407303
156221.........220VAC Adaptor for 407303
Carrying Case and Data Acquisition
CA895..........Small vinyl case with belt loop for EC400, EC500
407001.........Data Acquisition Software, Serial Cable for 407303 (p. 95)
380340.........Datalogger Module with PC software for 407303 (p. 95)

*ExStik® II Conductivity cell is not interchangeable with ExStik® pH, ORP, & Chlorine models

Specifications

Model EC400 EC410 kit
Conductivity 0 to 199.9µS, 200 to 1999µS, 2.00 to 19.99mS
TDS/Salinity 0 to 99.9ppm (mg/L), 100 to 999ppm (mg/L),

1.00 to 9.99ppt (g/L)
pH —
Temperature 32° to 149°F (0 to 65°C)
Max. Resolution 0.1µS, 0.1ppm (mg/L), 0.1°F/°C
Basic Accuracy ±2%FS, ±1.8°F/1°C
Dimensions Meter: 1.4x6.8x1.6" (36x173x41mm)/3.8oz (110g)

Kit: 9.5x6.8x2.8" (241x173x71mm)/1.56lbs (708g)
CE Yes Yes
Warranty 1 year (meter)/

6 months conditional warranty (electrode)

EC410 kit

5 Meters in One
Conductivity, TDS, pH, Salinity, and Temperature
on large display including bargraph

Flat Surface pH Electrode
For any pH application including wet surfaces

Memory
Stores up to 25 numbered readings with easy recall

Autoranging
Three Conductivity ranges of measurement

Conductivity/TDS/pH Meters
Extech’s conductivity meters are used to monitor and maintain 
the quality of industrial and commercial process waters, 
conditioning fluids and additives.

Featuring Model EC500

EC400
EC410 

Patent Pending

Only Extech offers a
combination flat surface
pH Electrode with
Conductivity cell

Pint size Conductivity
Standards for 84µS,
1413µS, and 12880µS














